
Canister compression

Industrial quality, heavy duty construction, load cells will perform well under extreme
environmental conditions. These are top of the line with welded, hermetically sealed cases
that contain the strain gages. They should be used as replacement cells for weighing
applications that demand the highest degree of reliability such as Truck, Track, Hopper
and Tank scales. These cells cost more than nonhermetically sealed units; but this must
be compared to the potential cost of the scale being out of service.

Note: Resistance specifications are in the form “input”/”output” ohms if two values are
given. Only one value is “input” ohms.

CP - Revere Transducers
1.75 mv/v, 0.15% nonlinearity, 450/480 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
CP-D1-10K-30P5 10,000 lb 7 lb
CP-D1-25K-30P5 25,000 lb 7 lb
CP-D1-50K-30P5 50,000 lb 7 lb

CP-D1-100K-30P5 100,000 lb 15 lb
CP-D1-200K-30P5 200,000 lb 37 lb
CP-D1-300K-30P5 300,000 lb 39 lb
CP-D1-500K-30P5 500,000 lb 60 lb

Dimensions in inches
Capacity A B T
10-50K 3.25 2.88 1/2-20 UNF
100K 5.00 4.12 3/4-16 UNF
200K-300K 7.25 6.00 3/4-16 UNF
500K 9.00 6.50 3/4-16 UNF

CSP - Revere Transducers
2 mv/v, 0.05% nonlinearity, 450/480 ohm, 30 ft 4 cond cable, stainless steel.
NTEP 88-082 S/M IIIL 10,000 div (B10)
Part Number Capacity Weight
CSP-D3-10K-30P5* 10,000 lb 7 lb
CSP-B10-25K-30P5 25,000 lb 7 lb
CSP-B10-50K-30P5 50,000 lb 7 lb

CSP-B10-100K-30P5 100,000 lb 15 lb
CSP-B10-200K-30P5 200,000 lb 37 lb
CSP-D3-300K-30P5* 300,000 lb 39 lb
CSP-D3-500K-30P5* 500,000 lb 60 lb

not NTEP

Dimensions in inches
Capacity A B T
10-50K 3.25 2.88 1/2-20 UNF
100K 5.00 4.12 3/4-16 UNF
200K-300K 7.25 6.00 3/4-16 UNF
500K 9.00 6.50 3/4-16 UNF

CP

CSP
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Canister compression

TCP1 - Totalcomp
Interchangeable with Revere model CP and TI model 392 but not NTEP.
1.75 mv/v, 0.15% nonlinearity, 450/480 ohm, 50 ft 4 cond cable, stainless steel.
Part Number Capacity Weight Stock Price D
TCP1-10K-SS 10,000 lb 7 lb 1860 $ 990.00
TCP1-25K-SS 25,000 lb 7 lb 1861 990.00
TCP1-50K-SS 50,000 lb 7 lb 1862 990.00

TCP1-100K-SS 100,000 lb 13 lb 1863 1,100.00
TCP1-200K-SS 200,000 lb 29 lb 1864 1,540.00
TCP1-300K-SS 300,000 lb 29 lb 1865 1,540.00
TCP1-500K-SS 500,000 lb 46 lb 1676 2,750.00

Dimensions in inches
Capacity A B T
10-50K 3.25 2.88 1/2-20 UNF
100K 5.00 4.12 3/4-16 UNF
200K-300K 7.25 6.00 3/4-16 UNF
500K 9.00 6.50 3/4-16 UNF

TCSP1 - Totalcomp
Interchangeable with Revere model CSP and TI model 692 but not NTEP.
2 mv/v, 0.05% nonlinearity, 450/480 ohm, 50 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
TCSP1-10K-SS 10,000 lb 7 lb
TCSP1-25K-SS 25,000 lb 7 lb
TCSP1-50K-SS 50,000 lb 7 lb

TCSP1-100K-SS 100,000 lb 13 lb
TCSP1-200K-SS 200,000 lb 29 lb
TCSP1-300K-SS 300,000 lb 29 lb
TCSP1-500K-SS 500,000 lb 46 lb

Dimensions in inches
Capacity A B T
10-50K 3.25 2.88 1/2-20 UNF
100K 5.00 3.25 3/4-16 UNF
200K-300K 7.25 4.88 3/4-16 UNF
500K 9.00 5.37 3/4-16 UNF

TCP1

TCSP1
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Canister compression

90310 - Artech
Interchangeable with Revere model CSP1 and TI model 692.
2 mv/v, 0.05% nonlinearity, 450/480 ohm, 30 ft 4 cond cable, painted steel.
NTEP 96-000 S/M IIIL 6,000 div
Part Number Capacity Weight
90310-25K 25,000 lb 7 lb
90310-50K 50,000 lb 7 lb

90310-100K 100,000 lb 15 lb
90310-200K 200,000 lb 37 lb

Optional: NTEP 10,000 div

Dimensions in inches
Capacity A B T
10-50K 3.25 2.87 1/2-20 UNF
100K 5.00 4.12 3/4-16 UNF
200K-300K 7.25 6.00 3/4-16 UNF
500K 9.00 6.53 3/4-16 UNF

65088 - Sensortronics
Interchangeable with Revere model CSP1 and TI model 692.
2 mv/v, 0.03% nonlinearity, 450/480 ohm, 35 ft 4 cond cable, stainless steel, IP67.
NTEP 95-134 S III 3,000 div
NTEP 95-134 M III 5,000 div
NTEP 95-134 S IIIL 6,000 div
NTEP 95-134 M IIIL 10,000 div
Part Number Capacity Weight
65088S-25K-1000 25,000 lb 7 lb
65088S-50K-1000 50,000 lb 7 lb

65088S-100K-1000 100,000 lb 15 lb
65088S-200K-1000 200,000 lb 37 lb

Dimensions in inches
Capacity A B T
25-50K 3.25 3.00 1/2-20 UNF
100K 5.00 4.00 3/4-16 UNF
200K 7.25 6.00 3/4-16 UNF

90310

65088
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C3P1

C2P1

C3P1 - BLH Electronics
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 35 ft 4 cond cable, painted steel.
Part Number Mfg Capacity Weight
C3P1-500 464916 500 lb 11 lb
C3P1-1K 464917 1,000 lb 11 lb
C3P1-2K 464918 2,000 lb 11 lb

C3P1-3K 464919 3,000 lb 11 lb
C3P1-5K 464924 5,000 lb 13 lb
C3P1-10K 464925 10,000 lb 13 lb

Dimensions in inches
Capacity A B T
500-3K 4.56 3.50 1/2-20 UNF
5K-10K 5.94 3.50 1-14 UNF

C2P1 - BLH Electronics
2 mv/v, 0.03% nonlinearity, 350/350 ohm, 10 ft 4 cond cable, painted steel.
NTEP 87-060 IIIL M 4,500 div
Part Number Mfg. Capacity Weight
C2P1-20K-A10 464710 20,000 lb 23 lb
C2P1-50K-A10 464712 50,000 lb 24 lb

C2P1-100K-A10 464713 100,000 lb 44 lb
C2P1-200K-A10 464714 200,000 lb 99 lb

35 ft cable
C2P1-20K-A35 464730 20,000 lb 24 lb
C2P1-50K-A35 464732 50,000 lb 25 lb
C2P1-100K-A35 464733 100,000 lb 46 lb
C2P1-200K-A35 464734 200,000 lb 99 lb

Dimensions in inches
Capacity A B T
20-50K 7.50 4.50 3/8-24 UNF
100K 9.12 6.00 1/2-20 UNF
200K 11.62 8.00 5/8-18 UNF

Canister compression
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TC3P1

TC3P1 - Totalcomp
Interchangeable with BLH Model C3P1. Order load button separately.
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel
Part Number Capacity Weight
TC3P1-500-SS 500 lb 9 lb
TC3P1-1K-SS 1,000 lb 9 lb
TC3P1-2K-SS 2,000 lb 9 lb

TC3P1-3K-SS 3,000 lb 9 lb
TC3P1-5K-SS 5,000 lb 12 lb
TC3P1-10K-SS 10,000 lb 12 lb

Load buttons
1/2-20 UNF load button 500 to 3K 1 lb
1-14 UNF load button 5K to 10K 2 lb

Dimensions in inches
Capacity A B T
500-3K 4.56 3.00 1/2-20 UNF
5K-10K 5.94 3.50 1-14 UNF

Canister compression

Jamieson Equipment Company 
www.jamiesonequipment.com 

toll free 800.875.0280



Canister compression

TC-C2P1

792

TC-C2P1 - Totalcomp
Interchangeable with BLH Model C2P1. Order load button separately.
2 mv/v, 0.03% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
TC-C2P1-20K-SS 20,000 lb 17 lb
TC-C2P1-30K-SS 30,000 lb 17 lb
TC-C2P1-50K-SS 50,000 lb 17 lb
TC-C2P1-50K-SS-1000 * 50,000 lb 17 lb
* Replacement for BLH Supercell (yellow) w/1000 ohm bridge.

TC-C2P1-100K-SS 100,000 lb 33 lb
TC-C2P1-200K-SS 200,000 lb 78 lb

Load buttons
1 1/2-12 UNF load button 20K to 30K 4 lb
2-12 UNF load button 50K 8 lb

Dimensions in inches
Capacity A B C T
20-50K 7.50 4.50 2.375 3/8-24 UNF
100K 9.125 6.00 4.00 1/2-20 UNF
200K 11.63 8.00 5.50 5/8-18 UNF

792 - Revere Transducers Inc
Interchangeable with BLH Model C2P1.
2 mv/v, 0.025% combined error, 350/350 ohm, 35 ft 4 cond cable, stainless steel.
Factory Mutual Approved.
NTEP 91-001 M IIIL 10,000 div
Part Number Capacity Weight
792-B10-50K-35P5 50,000 lb 19 lb
792-B10-100K-35P5 100,000 lb 35 lb
792-B10-200K-35P5 200,000 lb 78 lb

Dimensions in inches
Capacity A B C T
50K 7.50 4.50 2.375 3/8-24 UNF
100K 9.13 5.75 4.00 1/2-20 UNF
200K 11.63 7.50 5.50 5/8-18 UNF

Apr
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Canister compression

T96/T496

T752

T752 - Totalcomp
Interchangeable with Toledo Model 752 cap check load cell. Cell only, does not include
cap. Use existing cap with this replacement cell.
50K - 4.5” dia, 6” tall, (4)1/2-20 mtg threads in base on 3” bolt circle.
100K - 6” dia, 8.125” tall, (4)3/4-16 mtg threads in base on 4” bolt circle.
2 mv/v, 0.03% nonlinearity, 825/775 ohm, 35 ft 4 cond cable, stainless steel.
Part Number Toledo Capacity Weight
T752-50K-SS B10883600A 50,000 lb 16 lb
T752-100K-SS B10887700A 100,000 lb 29 lb

Mounting Hardware
T752-50K-SS-Cap 5 lb
T752-50K-SS-Pin 3 lb
T752-50K-SS-Base 8 lb

T752-100K-SS-Cap 5 lb
T752-100K-SS-Pin 3 lb
T752-100K-SS-Base 8 lb

Dimensions in inches
Capacity A B C T
50K 6.00 4.50 3.00 5/3-18 UNF
100K 8.125 6.00 4.00 3/4-16 UNF

T96 & T496 - Totalcomp
Interchangeable with Toledo canister compression cells.
2 mv/v, 0.05% nonlinearity, 240/240 ohm, 35 ft cable, stainless steel.
Part Number Toledo Capacity Weight
T96-500-SS A09622700L 500 lb 9 lb
T96-1K-SS A09622700M 1,000 lb 9 lb
T96-2K-SS A09622700N 2,000 lb 9 lb

T496-5K-SS 049660020 5,000 lb 12 lb
T496-10K-SS 049665020 10,000 lb 12 lb

T496-15K-SS 15,000 lb 21 lb
T496-20K-SS 049675020 20,000 lb 21 lb
T496-50K-SS 049680020 50,000 lb 21 lb

Dimensions in inches
Capacity A B C T
500-2K 3.312 3.50 ------ 1/2-20 UNF Both ends
5K-10K 5.31 4.00 2.38 3/8-24 UNF
15K-50K 7.12 4.50 2.38 3/8-24 UNF

Sep
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Canister compression

LPD

LCD - Celtron Low Profile Compression Disk Cell
4 mv/v, 0.03% nonlinearity, 385/350 ohms, 770/700 ohms for 100K cell, 49.2 ft cond
cable, nickel plated steel, IP67.
Part Number Capacity Weight Stock Price D
LCD-5K 5,000 lb 8 lb 1621 $ 568.00
LCD-10K 10,000 lb 8 lb 1622 568.00
LCD-25K 25,000 lb 14 lb 1623 720.00

LCD-50K 50,000 lb 14 lb 1624 720.00
LCD-100K 100,000 lb 21 lb 1625 863.00

Dimensions in inches
Capacity A B C R T T1 T2
5-10K 1.37 4.12 3.50 ------ 5/8-18 UNF 0.28 0.41 x 0.28DP
25K-50K 2.12 4.75 4.00 0.87 --------------- 0.34 0.53 x 0.38DP
100K 2.25 5.43 4.60 0.87 --------------- 0.41 0.65 x 0.43DP

LCD

LPD - General Sensor
Interchangeable with Interface 1211, and Emery Winslow 1211 Totalizer.
4 mv/v, 0.03% nonlinearity, 385/350 ohms, 20 ft 4 cond cable, nickel plated steel.
Part Number Capacity Weight Stock Price D
LPD-5K 5,000 lb 8 lb 3675 $ 625.00
LPD-10K 10,000 lb 8 lb 3676 625.00
LPD-25K 25,000 lb 14 lb 3677 700.00

LPD-50K 50,000 lb 14 lb 3678 700.00
LPD-100K 100,000 lb 21 lb 3679 825.00

Dimensions in inches
Capacity A B R T
5-10K 2.50 4.12 0.625 1/2-20 UNF
25K-50K 3.06 4.75 0.875 3/4-16 UNF
100K 3.39 4.75 0.875 1 1/4-12 UNF
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T92

T92 - Totalcomp
Interchangeable with RTI Model 92.
2 mv/v, 0.05% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
T92-5K-SS 5,000 lb 9 lb
T92-10K-SS 10,000 lb 9 lb
T92-20K-SS 20,000 lb 9 lb

T92-25K-SS 25,000 lb 13 lb
T92-50K-SS 50,000 lb 13 lb
T92-100K-SS 100,000 lb 26 lb

T92-150K-SS 150,000 lb 45 lb
T92-200K-SS 200,000 lb 45 lb

Dimensions in inches
Capacity A B T
5-10K 4.00 3.50 1/2-20 UNF
20K-25K 5.00 3.50 1/2-20 UNF
50K 6.00 4.00 3/4-16 UNF

100K 8.50 5.00 3/4-16 UNF
150K 11.13 6.50 3/4-16 UNF
200K 11.13 6.50 3/4-16 UNF

Canister compression
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T93 - Totalcomp
Interchangeable with RTI Model 93.
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
T93-5K-SS 5,000 lb 9 lb
T93-10K-SS 10,000 lb 9 lb
T93-20K-SS 20,000 lb 9 lb

T93-25K-SS 25,000 lb 13 lb
T93-50K-SS 50,000 lb 13 lb
T93-100K-SS 100,000 lb 26 lb

T93-150K-SS 150,000 lb 45 lb
T93-200K-SS 200,000 lb 45 lb

Dimensions in inches
Capacity A B T
5-10K 4.00 3.50 1/2-20 UNF
20K-25K 5.00 3.50 1/2-20 UNF
50K 6.00 4.00 3/4-16 UNF

100K 8.50 5.00 3/4-16 UNF
150K 11.13 6.50 3/4-16 UNF
200K 11.13 6.50 3/4-16 UNF

T93

Canister compression
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Compression mount Capacity A B C D E Dia F

10K,25K,50K 6.13” 6” 10” 1.0” 0.69” 4.5”

100K 9.00” 8” 11” 1.5” 0.82” 6.0”

200K 12.22” 10” 13” 2.0” 1.12” 8.0”

300K 12.22” 10” 14” 2.0” 1.12” 8.0”

Compression Mount
For use with RTI style CP/CSP canister load cells. Built in check rods simplify the
installation and mounting. Carbon steel construction, zinc plated with chromate overcoat.
Part Number Capacity Weight
607077-00 10, 25, 50K 70 lb
607077-02 * 100K 130 lb
607077-04 * 200K 225 lb
607077-06 * 300K 260 lb
* Call for delivery. May be in stock to 3 weeks

Canister compression
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Canister compression

Check Rod Assembly

152000

Capacity A B C D E F G

10K,25K,50K 6 1/8 20” 2 1/2” 5” 0.812” 1” 7”

100K 8 7/8” 20” 2 1/2” 5” 0.812” 1” 7”

200K,300K 12 1/8” 20” 2 1/2” 7” 1.062” 1 1/2” 7”

500K 15 1/2” 20” 2 1/2” 7” 1.062” 1 1/2” 7”

Capacity A B C D E F F Thread

10K,25K,50K 6 1/8” 6 1/2” 5” 1” 0.562” 0.38” 1/2-13UNF

100K 8 7/8” 8” 6 1/8” 1 1/2” 0.562” 0.62” 1/2-13UNF

200K,300K 12 1/8” 8” 6 1/8” 2” 0.562” 0.62” 1/2-13UNF

500K 15 1/2” 8” 6 1/8” 2 1/2” 0.562” 1.12” 1/2-13UNF

Compression Mount
For Revere CP/CSP, T.I. 392/692, National 3000 CP/CSP load cells. Type III mounting
includes Rc45 hardened steel top & bottom plates, bottom load button, stainless steel
flexture plate, 4 spacers, 4 bolts.
Part Number Capacity Weight
152000-06 10K, 25K, 50K 25 lb
152000-07 100K 60 lb
152000-08 200K, 300K 78 lb
152000-09 500K 100 lb

Check Rod Assemblies
For Revere CP/CSP load cells.
One check rod is used for each load cell. Each assembly includes 2 gusseted brackets, 1
rod, 4 jam nuts & washers.
Part Number Capacity Weight
158675-02 10K, 25K, 50K, 100K 69 lb
158675-03 200K, 300K, 500K 208 lb

Diaphragm Kit

Diaphragm Kit - Emery
Replacement Diaphragm and “O” ring Kit for Emery Winslow hydraulic load cell.
Part Number Weight
313DK 1 lb
A-23907-33EK 1 lb
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TSCA-50K-SS

TSCA - Totalcomp
Interchangeable with Cardinal Model SCA load cell. 4” dia, 7.25” tall, 1.75” dia buttons on
both ends.
2 mv/v, 0.05% nonlinearity, 1050/1050 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
TSCA-50K-SS 50,000 lb 15 lb

Caps for Load button set of 2
2.5” dia cap with ”O” ring, set of 2 1 lb

for 1.75” dia button on TSCA

Dimensions in inches
Capacity A B C
50K 7.25 4.50 2.30

Canister compression

JRT - HBM
Robust alloy steel construction. Low profile rocker pin load introduction. Corrosive
resistant, environmentally sealed. JRT is a high capacity, low profile torsion ring type load
cell.
2 mv/v, 750/700 ohm, 35 ft cable.
NTEP 91-036A1 Class III L
FM Approved
Part Number Capacity Weight
JRT-50K 50,000 lb 24 lb
JRT-100K 100,000 lb 36 lb

Dimensions in inches
Capacity A B C D E T
50K 2.50 5.50 1.00 5.42 1.50 7/16-20 UNF
100K 2.63 5.50 1.13 5.42 1.50 7/16-20 UNF

JRT
Torsion Ring Transducer

May
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Canister compression

CG26S - Coti Global
Interchangeable with Cardinal model SCA. Stainless steel compression cell 4” dia, 7.25”
tall, 1.75” dia, button on both ends.
NTEP 04-081 IIIL M 10,000 div
2 mv/v, 0.03% combined error. 1150/1050 ohms, 50 ft 4 cond cable, stainless steel, IP67
Part Number Capacity Weight
CG26S-50K 50,000 lb 15 lb

Dimensions in inches
Capacity A B C
50K 7.25 4.00 1.75

CG26S-50K

CG26S3-50K

CG26S3 - Coti Global
Interchangeable with Totalcomp model TC-C2P1 and BCH C2P1. Stainless steel
compression cell.
2 mV/V, 0.05% combined error. 350/350 ohms, 50 ft 4 cond cable, stainless steel.
Part Number Capacity Dia + Ht Weight
CG26S3-20K 20,000 lb 4.5” 7.5” 23 lb
CG26S3-50K 50,000 lb 4.5” 7.5” 24 lb
CG26S3-100K 100,000 lb 6.0” 9.3” 44 lb
CG26S3-200K 200,000 lb 8.0” 11.63” 99 lb

Dimensions in inches
Capacity A B C T
20K-50K 7.50 4.50 2.38 3/8-24 UNF
100K 9.125 6.00 4.00 1/2-20 UNF
200K 11.625 8.00 5.50 5/8-18 UNF
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TRC1 - Totalcomp
Interchangeable with Flintec RC1 used in Fairbanks truck scales. Alloy steel, rocker
column, compression cell, sealed to IP67.
2 mv/v, 0.03% nonlinearity, 385/350 ohms, 50 ft 4 cond cable, nickel plated steel, IP67.
Part Number Capacity Weight
TRC1-56K (250kN) 56,000 lb 6 lb

TRC1-90K (400kN) 90,000 lb 15 lb

Dimensions in inches
Capacity A B
56K 7.50 2.83
90K 8.86 3.35

TRC1

CG26S2

Canister compression

CG26S2 - Coti Global
Interchangeable with Flintec RC1-250 kN. Stainless steel, rocker column, compression
cell.
NTEP 04-081 IIIL M 10,000 div
2 mv/v, 0.03% combined error. 350/350 ohms, 50’ 4 cond cable, stainless steel, IP67
Part Number Capacity Weight
CG262-56K (250kN) 56,000 lb 15 lb

Dimensions in inches
Capacity A B C
56K 7.56 3.00 1.46
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65114S

120 - Vishay-Tedea
Stainless steel housing, includes zinc plated steel rocker mounting components, high
capacity compression cell
1.5 mv/v, 0.02% total error. 670/605 ohms, 1.5m 6 cond cable, IP67
Part Number Capacity Weight
120-5t 5,000 kg 15 lb
120-10t 10,000 kg 15 lb

120-20t 20,000 kg 15 lb
120-30t 30,000 kg 15 lb
120-50t 50,000 kg 15 lb

Dimensions in inches
Capacity A B
5-30t 6.66 3.46
50t 6.71 3.46

Canister compression

65114 - Sensortronics
Stainless steel, rocker column, compression cell for use in Thurman and Fairbanks truck
scales
2 mv/v, 0.02% nonlinearity, 1000/1000 ohms, 30 ft 4 cond cable, stainless steel, IP67
NTEP 97-081 III 5,000 div IIIL 10,000 div
Part Number Height Capacity Weight
65114S-50K-1000 6.00” 50,000 lb 5 lb

Hermetic glass to metal seal
65114S-50K-1000H 6.00“ 50,000 lb 5 lb
65114S-50K-1500H 7.56“ 50,000 lb 6 lb

Dimensions in inches
Capacity A B C
50K 6.00 3.00 1.46
100K 8.86 3.00 1.46

120
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C16AD1

C16 - HBM Inc
Stainless steel, rocker column, compression cell, sealed to IP69K washdown cleaning.
NTEP 95-096 IIIL M 10,000 div
2 mv/v, 0.05% nonlinearity, 700/706 ohms, 12m 6 cond cable, stainless steel, IP69.
Part Number Capacity Weight
C16AD1-20 ton 20,000 kg 6 lb
C16AD1-30 ton 30,000 kg 6 lb
C16AD1-40 ton 40,000 kg 8 lb

C16AD1-60 ton 60,000 kg 10 lb
C16AD1-100 ton 100,000 kg 30 lb

Dimensions in inches
Capacity A B C
20-40t 5.91 3.00 1.73
60t 8.27 3.00 1.73
100t 10.24 3.74 2.52

DC16 - Diamond Series
Interchangeable with HBM C16. Stainless steel, rocker column, compression cell, sealed
to IP68 washdown cleaning.
2 mv/v, 0.017% nonlinearity, 700/700 ohms, 12m 6 cond cable, stainless steel, IP68.
Part Number Capacity Weight
DC16-10t 10,000 kg 6 lb
DC16-15t 15,000 kg 6 lb
DC16-20t 20,000 kg 6 lb

DC16-30t 30,000 kg 6 lb
DC16-40t 40,000 kg 8 lb
DC16-50t 50,000 kg 8 lb

DC16-60t 60,000 kg 10 lb
DC16-100t 100,000 kg 30 lb

Dimensions in inches
Capacity A B C
10-15t 5.12 3.00 1.73
20t 8.27 3.00 1.73
30t-40t 5.91 3.00 1.73

50t-60t 8.27 3.00 1.73
100t 10.24 3.74 2.52

DC16

Canister compression
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Canister compression

T65114 - Totalcomp
Interchangeable with Sensortronics 65114S-50K-1000 6” high. Stainless steel, rocker
column, compression cell for use in Thurman and Fairbanks truck scales
2 mv/v, 0.02% nonlinearity, 1000/1000 ohms, 50 ft 4 cond cable, stainless steel, IP67
Part Number Height Capacity Weight
T65114-50K 6.00” 50,000 lb 5 lb

Dimensions in inches
Capacity A B C
50K 6.00 3.00 1.46

CG-26S1

T65114

CG-26S1 - Coti Global
Interchangeable with Sensortronics 65114S. Stainless steel, rocker column, compression
cell for use in Thurman and Fairbanks truck scales
2 mv/v, 0.02% nonlinearity, 1000/1000 ohms, 50 ft 4 cond cable, stainless steel, IP67
NTEP 08-083 IIIL 10,000 div
Part Number Height Capacity Weight
CG-26S1-65114-50K 6.00” 50,000 lb 5 lb
CG-26S1-65114-50KLE 7.56“ 50,000 lb 6 lb
CG-26S1-100K 8.86“ 100,000 lb 15 lb

Dimensions in inches
Capacity A B C
50K 6.00 3.00 1.46
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Canister tension

USP1

TUSP1

USP1 Universal Super Precision - Revere Transducers
Both tension and compression loads.
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, painted steel.
Part Number Capacity Weight
USP1-D3-250-30P5 250 lb 6 lb
USP1-D3-500-30P5 500 lb 7 lb

USP1-D3-1K-30P5 1,000 lb 6 lb
USP1-D3-2.5K-30P5 2,500 lb 5 lb
USP1-D3-5K-30P5 5,000 lb 10 lb

USP1-D3-10K-30P5 10,000 lb 10 lb
USP1-D3-25K-30P5 25,000 lb 23 lb

USP1-D3-50K-30P5 50,000 lb 48 lb

Dimensions in inches
Capacity A B T
100 3.32 2.00 3/8-24 UNF
250 4.45 2.50 3/8-24 UNF
500-1K 4.45 2.87 1/2-20 UNF

2.5K 3.00 2.87 1/2-20 UNF
5K-10K 5.75 3.50 1-14 UNS
25K 8.38 4.00 1 1/2-12 UNF

50K 11.44 6.00 2-12 UN
100K 17.75 9.00 3-8 UN

TUSP1 - Totalcomp
Interchangeable with Revere Model USP.
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
TUSP1-250-SS 250 lb 6 lb
TUSP1-500-SS 500 lb 5 lb
TUSP1-1K-SS 1,000 lb 6 lb

TUSP1-2.5K-SS 2,500 lb 5 lb
TUSP1-2.5K-HT-SS * 2,500 lb 5 lb
TUSP1-5K-SS 5,000 lb 9 lb

TUSP1-10K-SS 10,000 lb 10 lb
TUSP1-25K-SS 25,000 lb 21 lb
TUSP1-50K-SS 50,000 lb 44 lb
TUSP1-100K-SS 100,000 lb 106 lb

* High Temperature 400 deg F w/50 ft cable

Dimensions in inches
Capacity A B T
100 3.32 2.00 3/8-24 UNF
250 4.45 2.50 3/8-24 UNF
500-1K 4.45 2.50 1/2-20 UNF

2.5K 3.00 2.25 1/2-20 UNF
5K-10K 5.75 3.00 1-14 UNS
25K 8.38 4.00 1 1/2-12 UNF

50K 11.44 6.25 2-12 UN
100K 17.75 9.00 3-8 UN
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Canister tension

T3P1

T3P1 - BLH Electronics
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 35 ft 4 cond cable, painted steel.
Part Number Mfg. Capacity Weight
T3P1-500 464912 500 lb 6 lb
T3P1-1K 464913 1,000 lb 6 lb
T3P1-2K 464914 2,000 lb 6 lb

T3P1-3K 464915 3,000 lb 6 lb
T3P1-5K 464922 5,000 lb 10 lb
T3P1-10K 464923 10,000 lb 10 lb

Dimensions in inches
Capacity A B T
500-3K 4 9/16 3.50 1/2-20 UNF
5K-10K 5 15/16 3.50 1-14 UNS

T2P1 - BLH Electronics
2 mv/v, 0.03% nonlinearity, 350/350 ohm, 35 ft 4 cond cable, painted steel.
Part Number Mfg. Capacity Weight
T2P1-20K 464781 20,000 lb 25 lb
T2P1-50K 464782 50,000 lb 55 lb

Dimensions in inches
Capacity A B T
20K 8.50 5.00 1-1/2 UNF
50K 11 7/16 6.50 2-12 UN-2B
100K 17 3/4 9.00 3-8 UN-2B

T2P1
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TC3P1

TC3P1 - Totalcomp
Interchangeable with BLH Model T3P1.
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
TC3P1-500-SS 500 lb 6 lb
TC3P1-1K-SS 1,000 lb 6 lb
TC3P1-2K-SS 2,000 lb 6 lb

TC3P1-3K-SS 3,000 lb 6 lb
TC3P1-5K-SS 5,000 lb 10 lb
TC3P1-10K-SS 10,000 lb 10 lb

Dimensions in inches
Capacity A B T
500-3K 4.56 3.00 1/2-20 UNF
5K-10K 5.94 3.50 1-14 UNF

TT2P1 - Totalcomp
Interchangeable with BLH Model T2P1.
2 mv/v, 0.03% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
TT2P1-20K-SS 20,000 lb 21 lb
TT2P1-50K-SS 50,000 lb 56 lb

Dimensions in inches
Capacity A B T
20K 8 1/2 2.00 1 1/2 UNF
50K 11 7/16 6 1/2 2-12 UN

Canister tension

TT2P1
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T42 - Totalcomp
Interchangeable with RTI Model 42.
2 mv/v, 0.05% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
T42-5K-SS 5,000 lb 8 lb
T42-10K-SS 10,000 lb 8 lb
T42-20K-SS 20,000 lb 15 lb
T42-50K-SS 50,000 lb 40 lb

T42-100K-SS 100,000 lb 40 lb
T42-200K-SS 200,000 lb 125 lb
T42-250K-SS 250,000 lb 125 lb

Dimensions in inches
Capacity A B T
5-10K 5.94 3.50 1-14 UNF
20K 8.50 5.00 1-1/2-12 UNF
50K 11.44 6.50 1-1/2-12 UNF

100K 11.44 6.50 2-12 UNF
200K 16.25 8.00 2-1/2-12 UNF

T43 - Totalcomp
Interchangeable with RTI Model 43.
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
T43-5K-SS 5,000 lb 8 lb
T43-10K-SS 10,000 lb 8 lb
T43-20K-SS 20,000 lb 15 lb
T43-50K-SS 50,000 lb 40 lb

T43-100K-SS 100,000 lb 40 lb
T43-200K-SS 200,000 lb 125 lb
T43-250K-SS 250,000 lb 125 lb

Dimensions in inches
Capacity A B T
5-10K 5.94 3.50 1-14 UNF
20K 8.50 5.00 1-1/2-12 UNF
50K 11.44 6.50 1-1/2-12 UNF

100K 11.44 6.50 2-12 UNF
200K 16.25 8.00 2-1/2-12 UNF

T42

T43

Canister tension
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62H

63H

63H - Revere Transducers
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 10 ft 4 cond cable, painted steel.
Part Number Capacity Weight
63HU-D3-750-10P1 750 lb 7 lb

Dimensions in inches
Capacity A B T
750-1K 4.56 3.53 1/2-20 UNF

62H - Revere Transducers
2 mv/v, 0.05% nonlinearity, 350/350 ohm, 10 ft 4 cond cable, painted steel.
Part Number Capacity Weight
62HU-D3-100-10P1 100 lb 3 lb

Dimensions in inches
Capacity A B T
100 3.38 2.82 3/8-24 UNF

Canister tension
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T63

T62 - Totalcomp
Interchangeable with RTI Model 62H.
2 mv/v, 0.05% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
T62-200-SS 200 lb 7 lb
T62-300-SS 300 lb 7 lb

T62-500-SS 500 lb 9 lb
T62-1K-SS 1,000 lb 9 lb

T62-2K-SS 2,000 lb 9 lb
T62-3K-SS 3,000 lb 9 lb

Dimensions in inches
Capacity A B T
200-300 3.38 2.82 3/8-24 UNF
500-1K 4.56 3.53 1/2-20 UNF
2K-3K 5.00 4.03 1/2-20 UNF

T63 - Totalcomp
Interchangeable with RTI Model 63H.
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, stainless steel.
Part Number Capacity Weight
T63-200-SS 200 lb 6 lb
T63-300-SS 300 lb 6 lb

T63-500-SS 500 lb 9 lb
T63-750-SS 750 lb 9 lb
T63-1K-SS 1,000 lb 9 lb

T63-2K-SS 2,000 lb 9 lb
T63-3K-SS 3,000 lb 9 lb

Dimensions in inches
Capacity A B T
200-300 3.38 2.82 3/8-24 UNF
500-1K 4.56 3.53 1/2-20 UNF
2K-3K 5.00 4.03 1/2-20 UNF

T62

Canister tension
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Canister tension

3140-P - Lebow
Calibration standard ultra precision tension and compression load cell
2 mv/v: 300 lb to 2K, 4 mv/v: 5K to 100K, 0.03% nonlinearity, 350/350 ohm, solder
connector, aluminum: 300 lb to 2K, painted steel: 5K to 100K.
Part Number Capacity mv/v Weight
3144-10K 10,000 lb 4 5 lb

Dimensions in inches
Capacity A B T
3143
300-2K 2.50 4.12 1/2-20 UNF

3144
5K-10K 2.50 4.12 5/8-18 UNF

3145
25K-50K 3.50 6.06 1 1/4-12 UNF

3146
100K 4.50 8.00 1 3/4-12 UNF

3140-P
Calibration standard
Ultra precision
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