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Coalescing Elements 
For Air/Oil Separator Filter Housing Series 

  99.97% D.O.P. efficiency on 0.3 micron     
   diameter particles 
  Reinforced with epoxy coated steel wire. 
  Expanded metal support on both sides of cloth 

  Temperatures (continuous): 
min: 40°F (4°C) max: 220°F (104°C)  

  Filter change out differential: Please refer to Vacuum 
Pump Manufacturer’s specifications 

  High gravimetric efficiency means low oil carryover 
  Pleated media for high holding capacity 
  Environmentally friendly sealing material 

  High efficiency at low pressure drop 
  Increased Surface Area in a given volume allows 

low velocity separation of ultra-fine oil mists 

FEATURES & SPECIFICATIONS 

ADVANTAGES 

CONFIGURATION        DRAWING 

Dimension tolerance + 1/4" 

Legend 
B=  Closed one end w/ Bolt hole,  

 open on other end 
C=  Closed one end, open on other end 
F=  Felt gaskets on open end(s) 
G=  Galvanized metal endcaps   
I=  Injection molded santoprene  
M=  Molded plastisol   
N=  Neoprene gaskets on open end(s) 
R=  Mixed Rubber/cork gasket on  
  open ends 
T=  Tin plated metal endcaps  

See back page for information about  
media for special applications. 
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Molded Tube Outlet. 

Coalescing STD Endcap DIMENSIONS - inches Rated Flow
Config Element Features ID OD ID HT Overall HT SCFM

B PSG848 G 2 9/16 5 DOE 4 3/4 50
A PSG850/1 GB 3 1/2 5 7/8 7 7/8 8 7/16 125
A PSG145 G 2 9/16 5 DOE 14 1/8 175
A PSG860/1 GB 3 1/2 5 7/8 13 5/8 14 1/8 200
A PSG244/2 GB 6 9 3/4 8 3/4 9 7/16 300
A PSG344/2 GB 6 9 3/4 13 5/8 14 1/8 500
A PSG374/2 GB 8 11 3/4 13 3/8 14 1/8 800
A PSG474/2 GB 8 11 3/4 20 3/8 21 1/8 1100
B PSG476 G 9 14 5/8 DOE 21 1/8 1800
B FG3 M 1 1/4 2 1/4 DOE 2 1/8 4
B FG5 M 1 1/4 2 1/4 DOE 3 4.5
B FG7 M 1 1/4 2 1/4 DOE 4 7
B FG9 M 3 4 DOE 4 16

B FG10 M 3 4 DOE 6 24
B FG11 M 3 7/8 5 DOE 4 1/4 30
B FG20 M 8 9 DOE 4 3/4 44
B FG24 M 8 9 DOE 6 55
C GL910 GC 1/2 1 13/16 COE 1 7/16 4
C GL915 GB 3/4 2 5/16 COE 2 3/8 10
A PSG925 GB 1 1/2 3 4 7/8 4 7/8 20
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