
  99.97% removal efficiency standard to 0.3 micron 
  Heavy duty industrial strength HEPA surrounded by 
 heavy gauge galvanized expanded metal  
  Maximum oversizing required to minimize pressure drop 

HEPA Replacement Elements 

Dimension tolerance + 1/4" 

  Pleated Media for High Dirt Holding Capacity  
  Dust loading capacity is increased 40 - 50% with prefilter 
  Temp: (continuous): min -15°F (-26°C) max 220°F (104°C) 
  Filter change out differential:  10"-15" H2O Over Initial Delta P 

Legend 
B=  Closed one end w/ Bolt hole,  

open on other end 
C=  Closed one end, open on other end 
F=  Felt gaskets on open end(s) 
G=  Galvanized metal endcaps   
I=  Injection molded santoprene  
M=  Molded plastisol   
N=  Neoprene gaskets on open end(s) 
R=  Mixed Rubber/cork gasket on  

open ends
T=  Tin plated metal endcaps  

Part Rated Flow STD Endcap DIMENSIONS - inches

Numbers SCFM Features ID OD HT
HE04 3 M 2 1/4 1 0.2 0.2
HE06 5 M 3 1 3/8 0.58 0.58
HE10 13 M 4 1 3/8 1.1 1.1

HE14P 13 M 3 4 3/8 2 5/16 1.12
HE18P 35 M 3 4 3/8 4 3/4 3.0
HE824 9 TC 2 2 1/2 2 2/3 0.92

HE842P 20 T 2 3 7/8 2 3/4 1.7
HE848P 41 T 3 5 4 3/4 5.0
HE850P 102 TR 4 5 7/8 8 3/4 14.0
HE30P 69 M 3 5/8 5 3/4 4 3/4 6.2
HE230P 105 M 3 5/8 5 3/4 9 1/2 11.8
HE34P 97 M 4 3/4 7 7/8 4 13/16 11
HE234P 200 M 4 3/4 7 7/8 9 5/8 22.8
HE334P 280 M 4 3/4 7 7/8 14 1/2 34
HE238P 240 GB 4 7/8 9 1/4 10 30
HE244P 308 GN 6 9 3/4 9 5/8 35.5
HE344P 385 GN 6 9 3/4 14 1/2 57.0
HE274P 385 GN 8 11 3/4 9 5/8 45.4
HE374P 525 GN 8 11 3/4 14 1/2 68.1
HE376P 900 GN 9 14 5/8 14 1/2 125
HE384P 1155 GN 14 19 5/8 14 1/2 140

 Surface 

Area ft2

Note: Model offerings and design parameters may change without notice. 
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