
Beam

TB745 - Totalcomp
Hermetically sealed stainless steel cell that is interchangeable with Toledo beam load
cells for 745 mount.
2 mv/v, 0.02% nonlinearity, 350/350 ohm, 4 cond cable length below, stainless steel,
IP67.
Part Number Toledo Capacity Length Weight
TB745-500-SS TB600529 500 lb 15’ 3 lb
TB745-1K-SS 1,000 lb 20’ 3 lb
TB745-1.25K-SS TB600363-1 1,250 lb 15’ 3 lb

TB745-2.5K-SS TB600342-1 2,500 lb 15’ 3 lb
TB745-2.5K-SS-30 2,500 lb 30’ 5 lb

w/ 30ft cable
TB745-4K-SS 4,000 lb 15’ 3 lb

TB745-5K-SS TB600343-1 5,000 lb 15’ 4 lb
TB745-10K-SS TB600364-1 10,000 lb 15’ 6 lb

Dimensions in inches
Capacity A B C D E F G H
500-4K 1.00 3.00 .62 5.18 1.10 1.19 .515 .950
5K-10K 1.50 3.75 .62 6.65 1.63 1.45 .780 1.37

TB745
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Beam

3410 & 3411 - Tedea-Huntleigh
Interchangeable with Sensortronics 65023 and RTI 5123.
3 mv/v, 0.03% combined error, 380/350 ohm, 10 ft 6 cond cable, nickel plated steel.
NTEP 89-053A2 S III 3,000 div & M III 5,000 div (3410 w/ thru load hole)
Part Number Capacity Weight
Thru load hole
3410-G-1000 1,000 lb 3 lb
3410-G-1500 1,500 lb 3 lb
3410-G-2500 2,500 lb 3 lb

3410-G-4000 4,000 lb 3 lb
3420-G-5000 5,000 lb 4 lb

Threaded load hole
3411-G-1000 1,000 lb 3 lb
3411-G-1500 1,500 lb 3 lb
3411-G-2500 2,500 lb 3 lb

3411-G-4000 4,000 lb 3 lb
3421-G-5000 5,000 lb 4 lb

Dimensions in inches
Capacity A B C D E F G H
3410/3411 1.00 3.00 0.62 5.12 1.24 1.24 0.53 1/2-20
3420/3421 1.50 3.75 0.75 6.75 1.49 1.49 0.78 3/4-16

3411

3510
Stainless steel

3510 - Tedea-Huntleigh
Hermetically sealed stainless steel cell that is interchangeable with Sensortronics 65023
and RTI 5123/9123.
3 mv/v, 0.03% combined error, 380/350 ohm, 5m 6 cond cable, stainless steel.
NTEP 96-000 III S 3,000 div & M 5,000 div
Part Number Capacity Weight
Threaded load hole
3510-G-1000 lb threaded 1,000 lb 3 lb
3510-G-1500 lb threaded 1,500 lb 3 lb
3510-G-2500 lb threaded 2,500 lb 3 lb
3510-G-4000 lb threaded 4,000 lb 4 lb

Thru load hole
3510-G-1000 lb thru 1,000 lb 3 lb
3510-G-1500 lb thru 1,500 lb 3 lb
3510-G-2500 lb thru 2,500 lb 3 lb
3510-G-4000 lb thru 4,000 lb 4 lb

Dimensions in inches
Capacity A B C D E F G H
300-2K 1.00 3.00 0.62 5.12 1.25 1.25 0.530 M12
5K 1.50 3.75 0.75 6.75 1.88 1.44 0.087 M20
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Beam65023 - Sensortronics
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, nickel plated steel, IP67.
NTEP 86-044 S/M III 5,000 div 1K thru 10K A in part number denotes NTEP certificate.
Part Number Capacity Weight
65023-250-0107 * 250 lb 3 lb
65023-500-0107 * 500 lb 3 lb

65023A-1K-5107 1,000 lb 3 lb
65023A-1K-5507 ** 1,000 lb 2 lb
** Low profile 3/4” high, 10 ft cable

65023A-1.5K-5107 1,500 lb 3 lb
65023A-2K-5107 2,000 lb 3 lb

65023A-2.5K-5107 2,500 lb 3 lb
65023A-2.5K-5507 ** 2,500 lb 2 lb
** Low profile 3/4” high, 10 ft cable

65023A-4K-5107 4,000 lb 3 lb
65023A-5KSE-5223 5,000 lb 4 lb

65023A-5K-5107 5,000 lb 5 lb
65023A-10K-5107 10,000 lb 5 lb

65023-15K-0107 * 15,000 lb 9 lb
65023-20K-0107 * 20,000 lb 9 lb
* Not NTEP

Dimensions in inches
Capacity A B C D E F G H
250,500 1.00 3.00 0.62 5.12 1.00 1.25 0.53 1/2-20
1K,4K, 5KSE 1.00 3.00 0.62 5.12 1.25 1.25 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16
15K,20K 2.00 4.88 1.00 8.88 2.00 2.00 1.03 1”-14

65023

65023-SS - Sensortronics
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
NTEP 88-298A1 S/M III 5,000 div 1K thru 10K S in part number denotes NTEP certificate.
Part Number Capacity Weight Stock Price C
65023-250-0113 * 250 lb 3 lb
65023-500-0113 * 500 lb 3 lb

65023S-1K-5113 1,000 lb 3 lb
65023S-1K-5513 ** 1,000 lb 2 lb
** Low profile 3/4” high, 10 ft cable

65023S-2K-5113 2,000 lb 3 lb
65023S-2.5K-5113 2,500 lb 3 lb
65023S-2.5K-5513 ** 2,500 lb 2 lb
** Low profile 3/4” high, 10 ft cable

65023S-4K-5113 4,000 lb 3 lb
65023S-5KSE-5225 5,000 lb 4 lb

65023S-5K-5113 5,000 lb 5 lb
65023S-10K-5113 10,000 lb 5 lb

65023-15K-0113 * 15,000 lb 9 lb
65023-20K-0113 * 20,000 lb 9 lb
* Not NTEP

Dimensions in inches
Capacity A B C D E F G H
250,500 1.00 3.00 0.62 5.12 1.00 1.25 0.53 1/2-20
1K,4K 1.00 3.00 0.62 5.12 1.25 1.25 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16
15K,20K 2.00 4.88 1.00 8.88 2.00 2.00 1.03 1”-14

65023-SS
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Beam

B35 - HBM Inc
Close interchange with Sensortronics 65023-SS and RTI 9123. The height of this cell is
3/8” shorter than the 65023 or the 9123.
3 mv/v, 0.04% combined error, 350/350 ohm, 20 ft 4 cond cable, stainless steel.
NTEP 88-278 III S 3,000 div & III M 5,000 div
Part Number Toledo Capacity Weight
B35-500-20760 TB-600830-020 500 lb 3 lb
B35-1K-20760 TB-600831-020 1,000 lb 3 lb
B35-2K-20760 TB-600832-020 2,000 lb 3 lb

B35-2.5K-20760 TB-600833-020 2,500 lb 3 lb
B35-3K-20760 083353020 3,000 lb 3 lb
B35-4K-20760 084751020 4,000 lb 3 lb

B35-5K-20760 084752020 5,000 lb 5 lb
B35-10K-20760 084753020 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
250,500 1.00 3.00 0.62 5.12 0.93 1.21 0.53 1/2-20
1K-5K 1.00 3.00 0.62 5.12 1.12 1.21 0.53 1/2-20
10K 1.50 3.75 0.75 6.75 1.34 1.44 0.78 3/4-16

B35
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Beam

TSB

TSB - Totalcomp
Interchangeable with Sensortronics 65023 and RTI 5123.
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, nickel plated steel, IP67.
NTEP 93-123 S III 3,000 div & M III 5,000 div & M IIIL 10,000 div(1,000 - 10,000 lb)
Part Number Capacity Weight
TSB-250 * 250 lb 3 lb
TSB-500 * 500 lb 3 lb
TSB-1K 1,000 lb 3 lb

TSB-1.5K 1,500 lb 3 lb
TSB-2K 2,000 lb 3 lb
TSB-2.5K 2,500 lb 3 lb

TSB-4K 4,000 lb 3 lb
TSB-5K-SE 5,000 lb 3 lb

TSB-5K 5,000 lb 5 lb
TSB-10K 10,000 lb 5 lb

TSB-15K * 15,000 lb 9 lb
TSB-20K * 20,000 lb 9 lb
* Not NTEP

Dimensions in inches
Capacity A B C D E F G H
250-5KSE 1.00 3.00 0.60 5.12 1.25 1.25 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16
15K,20K 2.00 4.88 1.00 8.75 2.00 2.00 1.03 1”-14

TSB-SS - Totalcomp
Interchangeable with Sensortronics 65023-SS and RTI 9123.
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
NTEP 94-019 S III 3,000 div & M III 5,000 div & M IIIL 10,000 div(1,000 lb - 10,000 lb)
Part Number Capacity Weight
TSB-250-SS * 250 lb 3 lb
TSB-500-SS * 500 lb 3 lb
TSB-1K-SS 1,000 lb 3 lb

TSB-1.5K-SS 1,500 lb 3 lb
TSB-2K-SS 2,000 lb 3 lb
TSB-2.5K-SS 2,500 lb 3 lb

TSB-4K-SS 4,000 lb 3 lb
TSB-5K-SE-SS 5,000 lb 3 lb
TSB-5K-SS 5,000 lb 5 lb
TSB-10K-SS 10,000 lb 5 lb

TSB-15K-SS * 15,000 lb 9 lb
TSB-20K-SS * 20,000 lb 9 lb
* Not NTEP

Dimensions in inches
Capacity A B C D E F G H
250-5KSE 1.00 3.00 0.60 5.12 1.25 1.25 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16
15K,20K 2.00 4.88 1.00 8.75 2.00 2.00 1.03 1”-14

TSB-SS
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Beam

5123 - Revere Transducers
Interchangeable with Sensortronics Model 65023.
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, nickel plated steel.
NTEP 86-037 M III 5,000 div
Part Number Capacity Weight
5123-A5-1K-20P1 1,000 lb 3 lb
5123-A5-2.5K-20P1 2,500 lb 3 lb
5123-A5-4K-20P1 4,000 lb 3 lb

5123-A5-5K-20P1 5,000 lb 4 lb
5123-A5-10K-20P1 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
1K,4K 1.00 3.00 0.62 5.12 1.23 1.23 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.45 1.45 0.78 3/4-16

5123

9123

9123 - Revere Transducers
Interchangeable with Sensortronics Model 65023.
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, stainless steel.
NTEP 00-001 M III 5,000 div
Part Number Capacity Weight
9123-D3-250-20P1 * 250 lb 3 lb
9123-D3-500-20P1 * 500 lb 3 lb
9123-D3-1K-20P1 * 1,000 lb 3 lb

9123-D3-1.5K-20P1 * 1,500 lb 3 lb
9123-A5-2.5K-20P1 2,500 lb 3 lb
9123-A5-4K-20P1 4,000 lb 3 lb

9123-A5-5KSE-20P1 5,000 lb 4 lb
9123-A5-5K-20P1 5,000 lb 5 lb
9123-A5-10K-20P1 10,000 lb 5 lb

9123-A5-15K-20P1** 15,000 lb 9 lb
9123-A5-20K-20P1** 20,000 lb 9 lb
* Not NTEP
** Different physical size than 65023

Dimensions in inches
Capacity A B C D E F G H
1K,4K 1.00 3.00 0.62 5.12 1.23 1.23 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.45 1.45 0.78 3/4-16
20K 2.00 4.88 1.00 8.75 2.00 2.00 1.06 1-12
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DSB-M

DSB-M Metric - Diamond Series
Interchangeable with the metric Sensortronics Model 65023 and the metric Revere Model
5123. Metric thread in load cell.
3 mv/v, 0.03% nonlinearity, 390/350 ohm, 20 ft 4 cond cable, nickel plated steel.
Part Number Capacity Weight
DSB-500-M 500 lb 3 lb
DSB-1K-M 1,000 lb 3 lb
DSB-1.5K-M 1,500 lb 3 lb

DSB-2K-M 2,000 lb 3 lb
DSB-2.5K-M 2,500 lb 3 lb
DSB-4K-M 4,000 lb 3 lb

DSB-5KSE-M 5,000 lb 3 lb
DSB-5K-M 5,000 lb 5 lb
DSB-10K-M 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
500-5KSE 1.00 3.00 0.60 5.12 1.25 1.25 0.53 M12
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 M18

DSB

DSB - Diamond Series
Interchangeable with Sensortronics Model 65023 and Revere Model 5123.
3 mv/v, 0.03% nonlinearity, 390/350 ohm, 20 ft 4 cond cable, nickel plated steel.
Part Number Capacity Weight
DSB-500 500 lb 3 lb
DSB-1K 1,000 lb 3 lb
DSB-1.5K 1,500 lb 3 lb

DSB-2K 2,000 lb 3 lb
DSB-2.5K 2,500 lb 3 lb
DSB-4K 4,000 lb 3 lb

DSB-5KSE 5,000 lb 3 lb
DSB-5K 5,000 lb 5 lb
DSB-10K 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
500-5KSE 1.00 3.00 0.60 5.12 1.25 1.25 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16

Beam
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GSB

GSB - General Sensor
Interchangeable with Sensortronics 65023 and RTI 5123.
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, nickel plated steel.
NTEP 98-033 S III 3,000 div & M III 5,000 div (1,000 - 10,000 lb)
Part Number Capacity Weight
GSB-250 * 250 lb 3 lb
GSB-500 * 500 lb 3 lb
GSB-1K 1,000 lb 3 lb

GSB-1.5K 1,500 lb 3 lb
GSB-2K 2,000 lb 3 lb
GSB-2.5K 2,500 lb 3 lb

GSB-4K 4,000 lb 3 lb
GSB-5K-SE 5,000 lb 3 lb

GSB-5K 5,000 lb 5 lb
GSB-10K 10,000 lb 5 lb

GSB-15K * 15,000 lb 9 lb
GSB-20K * 20,000 lb 9 lb

Larger envelope w/ 1-1/4” height rather than 1” for 100 lb - 500 lb
GSB-100-L * 100 lb 3 lb
GSB-250-L * 250 lb 3 lb
GSB-500-L * 500 lb 3 lb
* Not NTEP

Dimensions in inches
Capacity A B C D E F G H
250-5KSE 1.00 3.00 0.60 5.12 1.25 1.25 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16
15K,20K 2.00 4.88 1.00 8.75 2.00 2.00 1.03 1-14

SBS - Transcell
Interchangeable with Sensortronics 65023 and RTI 5123.
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, nickel plated steel.
Part Number Capacity Weight
SBS-5KSE 5,000 lb 3 lb

Dimensions in inches
Capacity A B C D E F G H
5KSE 1.00 3.00 0.60 5.12 1.25 1.25 0.53 1/2-20

SBS-5KSE

Beam
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BSA

PA6140 - CNcell
3 mv/v, 0.03% nonlinearity, 385/350 ohm, 20 ft 4 cond cable, nickel plated steel, IP67.
NTEP 05-123, Class III 5,000 div,
Part Number Capacity Weight
PA6140-100* 100 lb 3 lb
PA6149-250* 250 lb 3 lb
PA6140-500* 500 lb 3 lb

PA6140-1K 1,000 lb 3 lb
PA6140-2.5K 2,500 lb 3 lb
PA6140-3K 3,000 lb 3 lb

PA6140-4K 4,000 lb 3 lb
PA6140-5KSE 5,000 lb 4 lb

PA6140-5K 5,000 lb 5 lb
PA6140-10K 10,000 lb 5 lb

* Not NTEP

Dimensions in inches
Capacity A B C D E F G H
100-4K 1.00 3.00 0.62 5.12 1.25 1.25 0.53 1/2-20
5KSE 1.00 3.00 0.62 5.12 1.25 1.25 0.53 1/2-20
5K-10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16

PA6140

Beam

BSA - Cas
Interchangeable with Sensortronics 65023 and RTI 5123.
3 mv/v, 0.025% combined error, 350/350 ohm, 20 ft 4 cond cable, nickel plated steel,
IP66.
NTEP 96-072, 5,000 div, 1,000 lb - 10,000 lb
Part Number Capacity Weight
BSA-1K 1,000 lb 3 lb
BSA-2K 2,000 lb 3 lb
BSA-2.5K 2,500 lb 3 lb

BSA-3K 3,000 lb 3 lb
BSA-4K 4,000 lb 3 lb
BSA-5K 5,000 lb 3 lb

BSA-10K 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
1K-5K 1.00 3.00 0.62 5.12 1.25 1.25 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16
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NSB-SS - Nikkei
Interchangeable with Sensortronics 65023-SS and RTI 9123.
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
Part Number Capacity Weight
NSB-250-SS 250 lb 3 lb
NSB-500-SS 500 lb 3 lb
NSB-1K-SS 1,000 lb 3 lb

NSB-1.5K-SS 1,500 lb 3 lb
NSB-2K-SS 2,000 lb 3 lb
NSB-2.5K-SS 2,500 lb 3 lb

NSB-4K-SS 4,000 lb 3 lb
NSB-5K-SE-SS 5,000 lb 3 lb
NSB-5K-SS 5,000 lb 5 lb

NSB-10K-SS 10,000 lb 5 lb
NSB-10K-SS-40 10,000 lb 6 lb

w/ 40ft cable
NSB-15K-SS 15,000 lb 9 lb
NSB-20K-SS 20,000 lb 9 lb

Dimensions in inches
Capacity A B C D E F G H
250-500 1.00 3.00 0.62 5.12 1.00 1.25 0.53 1/2-20
1K-4K 1.00 3.00 0.62 5.12 1.25 1.25 0.53 1/2-20
5K-10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16
10K-20K 2.00 4.88 1.00 8.88 2.00 2.00 1.03 1”-14

NSB

NSB-SS

NSB - Nikkei -
Interchangeable with Sensortronics 65023 and RTI 5123.
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, nickel plated steel, IP67.
NTEP 93-123 S III 3,000 div & M III 5,000 div & M IIIL 10,000 div(1,000 lb - 10,000 lb)
Part Number Capacity Weight
NSB-250 * 250 lb 3 lb
NSB-500 * 500 lb 3 lb
NSB-1K 1,000 lb 3 lb

NSB-1.5K 1,500 lb 3 lb
NSB-2K 2,000 lb 3 lb
NSB-2.5K 2,500 lb 3 lb

NSB-4K 4,000 lb 3 lb
NSB-5K-SE 5,000 lb 3 lb
NSB-5K 5,000 lb 5 lb
NSB-10K 10,000 lb 5 lb
NSB-15K * 15,000 lb 9 lb
NSB-20K * 20,000 lb 9 lb
* Not NTEP

Dimensions in inches
Capacity A B C D E F G H
250,500 1.00 3.00 0.62 5.12 1.00 1.25 0.53 1/2-20
1K,4K 1.00 3.00 0.62 5.12 1.25 1.25 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16
10K,20K 2.00 4.88 1.00 8.88 2.00 2.00 1.03 1”-14

Beam
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GBH35 - General Sensor
Hermetically sealed stainless steel cell that replaces HBM H35. The cable color code
is different.
3.0 mv/v, 0.03% combined error, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
Part Number Capacity Weight
GBH35-1K 1,000 lb 3 lb
GBH35-2.5K 2,500 lb 3 lb
GBH35-4K 4,000 lb 3 lb
GBH35-5K-SE 5,000 lb 4 lb

Dimensions in inches
Capacity A B C D E F G H
1K-5K-SE 1.00 3.00 0.50 5.12 1.18 1.21 0.53 1/2-20

GBH35

Beam

TBH35 - Totalcomp
Hermetically sealed stainless steel cell that is interchangeable with Sensortronics
Model 65023 and RTI Models 5123/9123. The cable color code is different.
3 mv/v, 0.03% combined error, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
Part Number Capacity Weight
TBH35-500-SS 500 lb 3 lb
TBH35-1K-SS 1,000 lb 3 lb
TBH35-2.5K-SS 2,500 lb 3 lb

TBH35-4K-SS 4,000 lb 3 lb
TBH35-5K-SE-SS 5,000 lb 4 lb
TBH35-10K-SS 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
1K-5KSE 1.00 3.00 0.62 5.12 1.12 1.21 0.53 1/2-20
10K-SS 1.50 3.00 0.62 5.12 1.19 1.21 0.53 3/4-16

TBH35

Apr

Apr

Apr

Apr

H35 - HBM
Hermetically sealed stainless steel
3 mv/v, 0.03% combined error, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
Part Number Capacity Weight
H35-500-SS 500 lb 3 lb
H35-1K-SS 1,000 lb 3 lb
H35-2.5K-SS 2,500 lb 3 lb

H35-4K-SS 4,000 lb 3 lb
H35-5K-SE-SS 5,000 lb 3 lb
H35-10K-SS 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
500-5K 1.00 3.00 0.50 5.12 1.19 1.21 0.62 2.85
10K-SS 1.50 3.00 0.62 5.12 1.19 1.21 0.53 3/4-16

Dimensions in inches
Capacity I J K
500-5K 0.53 1/2-20 UNF 0.53

H35

NEWNEW
May

May

Jamieson Equipment Company 
www.jamiesonequipment.com 

toll free 800.875.0280



65083S

65083

Beam

65083 - Sensortronics
Welded seal stainless steel cell that is interchangeable with Sensortronics Model 65023
and RTI Models 5123/9123.
3 mv/v, 0.03% combined error, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
Part Number Capacity Weight
65083-1K-0100 1,000 lb 3 lb
65083-1.5K-0100 1,500 lb 3 lb
65083-2.5K-0100 2,500 lb 3 lb

65083-4K-0100 4,000 lb 3 lb
65083-5KSE-0132 5,000 lb 3 lb

65083-5K-0100 5,000 lb 5 lb
65083-10K-0100 10,000 lb 5 lb
65083-15K-0100 15,000 lb 9 lb

Dimensions in inches
Capacity A B C D E F G H
1K-5KSE 1.00 3.00 0.62 5.12 1.22 1.22 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16
10K-20K 2.00 4.88 1.00 8.75 2.00 2.00 1.06 1”-14

65083S Stainless steel 2 mv/v - Sensortronics
Welded seal stainless steel cell that is physically but not electrically (2 mv/v rather than 3
mv/v) interchangeable with Sensortronics Model 65023 and RTI Models 5123/9123.
NTEP 95-058 M III 5,000 div
2 mv/v, 0.03% comb error, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
Part Number Capacity Weight
65083S-1K-5100 1,000 lb 3 lb
65083S-1.5K-5100 1,500 lb 3 lb
65083S-2.5K-5100 2,500 lb 3 lb

65083S-4K-5100 4,000 lb 3 lb
65083S-5KSE-5132 5,000 lb 3 lb

65083S-5K-5100 5,000 lb 5 lb
65083S-10K-5100 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
1K-5KSE 1.00 3.00 0.62 5.12 1.22 1.22 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16

May

May

May

May
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65083H

65083H - Sensortronics
Hermetically sealed stainless steel cell that is physically but not electrically (2 mv/v
rather than 3 mv/v) interchangeable with Sensortronics Model 65023 and RTI Models
5123/9123. Includes a glass thru metal seal at cable entry for true hermetic sealing.
NTEP 95-058 M III 5,000 div
2 mv/v, 0.03% combined error, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP68.
Part Number Capacity Weight
65083S-1K-5000H 1,000 lb 3 lb
65083S-1.5K-5000H 1,500 lb 3 lb

65083S-2.5K-5000H 2,500 lb 3 lb
65083S-4K-5000H 4,000 lb 3 lb

65083S-5K-5000H 5,000 lb 5 lb
65083S-10K-5000H 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
1K-5KSE 1.00 3.00 0.62 5.12 1.22 1.22 0.53 1/2-20
5K,10K 1.50 3.75 0.75 6.75 1.50 1.50 0.78 3/4-16

Beam
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SB-2500S
Stainless steel

LFB-250M
Stainless steel

LFB - Cardinal
2 mv/v, 0.03% nonlinearity, 380/350 ohm, 10 ft 4 cond cable, stainless steel
Part Number Capacity Nominal Weight
LFB-250M 250 lb 125 kg 4 lb
LFB-500HMT 500 lb 250 kg 4 lb

LFB-1000HMT 1,000 lb 500 kg 4 lb
LFB-2500HMT 2,500 lb 1,250 kg 4 lb

M= 0.875” counterbore and (2) 0.31” side holes
HTM= 0.875” counterbore and M12 x 1,75 threaded hole

Dimensions in inches
Capacity A B C D E F G H
250M 0.75 2.45 1.00 4.74 1.00 1.00 0.68 0.85
500-2500HMT 0.75 2.45 1.00 4.74 1.00 1.00 0.68 M12

SB - Cardinal
2 mv/v, 0.03% nonlinearity, 380/350 ohm, 20 ft 4 cond cable, stainless steel
NTEP 87-059 III, M, 5,000 div; IIIL, S&M, 10,000 div
OIML R60/1991-DK-97.02
Part Number Capacity Weight
SB-2500S 2,500 lb 7 lb
SB-5000S 5,000 lb 7 lb

SB-10000S 10,000 lb 11 lb
SB-20000S 20,000 lb 12 lb

Dimensions in inches
Capacity A B C D E F G H1 H2
2500S 2.50 6.374 0.75 8.00 1.25 1.248 0.53 1.20 3/4-16
5000S 2.50 6.374 0.75 8.00 1.45 1.448 0.53 1.20 3/4-16
10000S 2.00 7.252 1.94 9.00 1.62 1.618 0.78 1.20 0.687
20000S 2.00 7.252 1.94 9.00 2.00 2.000 0.78 1.20 0.687

Beam
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TB9523

TB9523 - Totalcomp
Hermetically sealed stainless steel cell that is interchangeable with Sensortronics
Model 65023 and RTI Models 5123/9123.
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
Part Number Capacity Weight
TB9523-1K 1,000 lb 3 lb
TB9523-2.5K 2,500 lb 3 lb
TB9523-4K 4,000 lb 3 lb

TB9523-5K 5,000 lb 5 lb
TB9523-10K 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
1K-4K 1.00 3.00 1.62 6.12 1.25 1.25 0.53 1/2-20
5K,10K 1.50 3.75 1.71 7.71 1.50 1.50 0.78 3/4-16

BBS

BBS - HBM Inc
Interchangeable with BLH Model LBG1. Same as Model BBS1, BBS2 and BBS2F. The
boot is filled with an insulating grease.
FM Approved.
2 mv/v, 0.03% nonlinearity, 810/750 ohm (50-1K), 375/350 ohm (2.5K-7.5K), 10 ft 4 cond
cable, nickel plated steel.
NTEP 87-087 S/M III 3,000 div.
Part Number Capacity Weight
BBS-50-10121 50 lb 2 lb
BBS-100-10121 100 lb 3 lb
BBS-200-10121 200 lb 3 lb
BBS-250-10121 250 lb 3 lb

BBS-500-10121 500 lb 3 lb
BBS-1K-10121 1,000 lb 3 lb
BBS-2.5K-10116 2,500 lb 10 lb

Note: BBS-1KLE is replaced with NBB-1KLE Stock 1900.

Dimensions in inches
Capacity A B C D E F G H
50,100 0.88 4.25 0.38 6.00 1.06 1.38 0.31 0.31
200-1K 1.12 4.25 0.50 6.66 1.06 1.38 0.51 0.51

Beam

Jamieson Equipment Company 
www.jamiesonequipment.com 

toll free 800.875.0280



GBB

NBB

GBB - General Sensor
Interchangeable with HBM Model BBS.
Heavy washdown resistant, sealed to protect against the harshest of environments.
2 mv/v, 0.02% nonlinearity, 850/750 ohm (50 to 1K), 385/350 ohm (1KLE to 7.5K), 20 ft 4
cond cable, stainless steel, IP67.
Part Number Capacity Weight
GBB-50 50 lb 2 lb
GBB-100 100 lb 3 lb
GBB-200 200 lb 3 lb

GBB-250 250 lb 3 lb
GBB-500 500 lb 3 lb
GBB-1K 1,000 lb 3 lb

GBB-2.5K 2,500 lb 10 lb

Dimensions in inches
Capacity A B C D E F G H
50, 100 0.875 4.25 0.38 6.00 1.38 1.38 0.281 0.328
200-1K 1.120 4.25 0.50 6.50 1.38 1.38 0.515 0.515
2.5K 1.750 8.18 0.50 11.31 2.00 2.00 0.515 0.625

NBB-SS - Nikkei
Interchangeable with HBM Model BBS.
2 mv/v, 0.03% nonlinearity, 810/750 ohm (50 to 1K), 375/350 ohm (1KLE to 7.5K), 20 ft 4
cond cable, stainless steel, IP67.
Part Number Capacity Weight
NBB-50-SS 50 lb 2 lb
NBB-100-SS 100 lb 3 lb

NBB-200-SS 200 lb 3 lb
NBB-250-SS 250 lb 3 lb
NBB-500-SS 500 lb 3 lb
NBB-1K-SS 1,000 lb 3 lb

NBB-1KLE-SS 1,000 lb 9 lb
NBB-2.5K-SS 2,500 lb 10 lb

NBB-5K-SS 5,000 lb 28 lb
NBB-7.5K-SS 7,500 lb 28 lb

Dimensions in inches
Capacity A B C D E F G H
50, 100 0.875 4.25 0.38 6.00 1.38 1.38 0.281 0.328

Beam
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SLB - Flintec
Replacement for beam cell in Fairbanks Aegis base. Load hole is blind. Cone
counterbore. Set screw holes (2) on side of cell.
2 mv/v, 0.02% combined error, 1100/1000 ohm, 9 ft 4 cond cable, stainless steel, IP67
NTEP 97-061 III S 4,000 div M 7,500 div
Part Number Fairbanks New Capacity Weight
SLB-200LB-HB 200 lb 4 lb
SLB-500LB-HB 500 lb 4 lb
SLB-1KLB-HB 92984-1 63889 1,000 lb 4 lb

SLB-2.5KLB-HB 92984-2 63890 2,500 lb 4 lb
SLB-5KLB-HB 92984-3 63891 5,000 lb 6 lb

Dimensions in inches
Capacity A B C D E F G H
200-5K 1.00 3.00 0.87 5.37 1.185 1.185 0.51 Blind

SB14
Fairbanks replacement

Beam

SB14 - Flintec
Replacement for beam cell in Fairbanks LCF-4060 base. Load hole is blind. Cone
counterbore. Set screw holes (2) on side of cell.
2 mv/v, 0.02% combined error, 1100/1000 ohm, 9 ft 4 cond cable, stainless steel, IP68
Part Number Fairbanks New Capacity Weight
SB14-500LB-HB ---------------- ------- 500 lb 4 lb
SB14-1KLB-HB LCF-HR4060-2 63895 1,000 lb 4 lb
SB14-2.5KLB-HB LCF-HR4060-3 63896 2,500 lb 4 lb
SB14-5KLB-HB LCF-HR4060-4 63897 5,000 lb 6 lb

Dimensions in inches
Capacity A B C D E F G H
500-5K 1.00 3.00 0.75 5.25 1.22 1.18 0.51 Blind

SLB
Fairbanks replacement

Jamieson Equipment Company
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SSB

SB3

SB3 - HBM Inc
2 mv/v, 0.03% nonlinearity, 385/350 ohms, 4 cond cable length below, nickel plated steel.
Part Number Capacity Weight
10 ft cable.
SB3-1K-10100 1,000 lb 6 lb
SB3-2K-10100 2,000 lb 6 lb
SB3-5K-10100 5,000 lb 6 lb

15 ft cable.
SB3-10K-15100 10,000 lb 12 lb
SB3-20K-15100 20,000 lb 21 lb

35 ft cable.
SB3-50K-35100 50,000 lb 57 lb
SB3-100K-35100 100,000 lb 75 lb

Dimensions in inches
Capacity A B C D E F G H1 H2
1-5K 2.50 3.87 0.75 8.00 1.88 1.44 0.52 1.19 0.68
10K 2.62 4.87 0.83 9.25 2.75 1.88 0.88 1.63 1.00
20K 3.25 5.50 1.00 11.00 3.25 2.38 1.06 2.01 1.25

SSB - Revere Transducers
Hermetically sealed. Interchangeable with HBM Model SB3 and Nikkei NSSB.
2 mv/v, 0.03% nonlinearity, 350/350 ohm, 15 ft 4 cond cable, stainless steel
NTEP 86-041 S III 3,000 div, M III 10,000 div
Part Number Capacity Weight
SSB-B10-1K-15P5 1,000 lb 6 lb
SSB-B10-2K-15P5 2,000 lb 6 lb

SSB-B10-5K-15P5 5,000 lb 6 lb
SSB-B10-10K-15P5 10,000 lb 12 lb

Dimensions in inches
Capacity A B C D E F G H1 H2
0.5-5K 2.50 3.874 0.752 8.000 1.874 1.437 0.55 1.189 0.689
10K 2.62 4.874 0.811 9.252 2.752 1.874 0.87 1.626 1.004

Beam
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GSE
Beam Cell

GSE - General Sensor
Replacement for HBM SBE & SBTE and Electroscale low profile shear beams.
Load hole is threaded. 500 lb is 3/8-16UNC, 4K is 1/2-20UNF, 10K is 3/4-10UNC.
3 mv/v, 0.02% nonlinearity, 412/352 ohm, 20 ft 4 cond cable, nickel plated steel, IP67.
Part Number Electroscale Capacity Weight
GSE-500 017116-001 500 lb 2 lb

Dimensions in inches
Capacity A B C D E F G H
500 1.50 2.25 0.40 4.50 0.49 0.73 0.257 3/8-16
4K 1.75 3.00 1.75 6.00 1.25 1.25 0.257 1/2-20
10K 2.60 4.80 0.81 9.25 1.75 1.88 0.810 3/4-10

NSSB

Beam

NSSB - Nikkei
Hermetically sealed stainless steel shear beam. Interchangeable with HBM Model SB3
and RTI SSB.
2 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
Part Number Capacity Weight
NSSB-1K 1,000 lb 6 lb
NSSB-2K 2,000 lb 6 lb
NSSB-4K 4,000 lb 6 lb
NSSB-5K 5,000 lb 6 lb
NSSB-10K 10,000 lb 12 lb
NSSB-40K 40,000 lb 26 lb

* Resistance on 40K is 1,000/1,000 ohms

Dimensions in inches
Capacity A B C D E F G H1 H2
1K-5K 2.50 3.88 0.75 8.00 1.88 1.45 0.53 1.19 0.68
10K 2.63 4.88 0.81 9.25 2.75 1.88 0.88 1.63 1.00
40K 3.50 6.25 1.25 12.50 3.75 2.75 1.31 1.88 1-1/2-12
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BLF
Beam Cell
SS

BLF - HBM Inc
Replacement for Fairbanks low profile beam. Load hole is counterbored on top with
bottom half 5/8-18 UNF on 1.5K, 2.5K and 7/8-14 UNF on 5K. Set screw hole 10-32 on
end of cell is centered on thread.
2 mv/v, 0.03% nonlinearity, 1000/1000 ohm, 15 ft 4 cond cable, stainless steel.
Part Number Fairbanks Capacity Weight
BLF-2.5K 3-53581-2 2,500 lb 4 lb
BLF-5K 3-52921-1 5,000 lb 6 lb

Dimensions in inches
Capacity A B C D E F G1 G2 H
1.5,2K 1.75 6.00 0.62 9.00 1.20 1.144 0.59 0.53 1/2-20
5K 2.00 6.25 0.75 10.00 1.436 1.436 0.84 0.78 3/4-16

Beam
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BLC-10100
Beam Cell

SS

Beam

BLC - HBM Inc
Matched outputs. Nameplate on cell shows 1.5 mv/v at half capacity.
3 mv/v, 0.02% nonlinearity, 1000/1000 ohm, 17-4 stainless steel.
10 ft 4 cond cable - 500 lb, 1K, 2.5K, 4K ; 20 ft 4 cond cable - 5K, 10K.
FM Approved.
NTEP 88-278 M III 5,000 div & S III 3,000 div.
Part Number Capacity Toledo Weight
Threaded load hole
BLC-250-10716* 250 lb 084756020 2 lb
BLC-500-10125* 500 lb 2 lb
BLC-500-10531 (1K) 1,000 lb 084757020 3 lb

BLC-1.25K-10531 (2.5K) 2,500 lb 8476008020 3 lb
BLC-2K-10531 (4K) 4,000 lb 8476004020 3 lb
BLC-2.5K-20531 (5K) 5,000 lb 8476002020 4 lb
BLC-5K-20531 (10K) 10,000 lb 84760061020 5 lb

Counterbored & threaded load hole
BLC-500-10225* 500 lb 08521620 2 lb
BLC-500-10631 (1K) 1,000 lb 08521920 3 lb

BLC-1.25K-10631 (2.5K) 2,500 lb 80328020 3 lb
BLC-2K-10631 (4K) 4,000 lb 80329020 3 lb
BLC-2.5K-20631 (5K) 5,000 lb 083220020 4 lb
BLC-5K-20631 (10K) 10,000 lb 083221020 5 lb
* Not NTEP 3 mv/v at capacity.

Dimensions in inches
Capacity A B C D E F G H
500-4K 1.0 3.00 0.645 5.25 1.19 1.21 0.52 1/2-20
5K 1.5 3.75 0.745 6.75 1.44 1.45 0.78 3/4-16
10K 1.5 3.75 0.745 6.75 1.69 1.69 0.78 3/4-16
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SB4-C

SB5-C

SB5-C - Flintec
Beam load cell w/counterbore for Paramount® EP. Load hole has a blind counterbore.
NTEP 93-134, III, 5,000 div.
2 mv/v, 0.03% combined error, 1,106/1,000 ohm, 4 cond cable length below, stainless
steel, IP67
Part Number Capacity Nominal Weight
3m cable
SB5-5kN-C 500 kg 1,125 lb 4 lb
SB5-10kN-C 1,000 kg 2,250 lb 4 lb
SB5-20kN-C 2,000 kg 4,500 lb 4 lb
4.5m cable
SB5-50kN-C 5,000 kg 11,250 lb 9 lb
SB5-100kN-C 10,000 kg 22,500 lb 15 lb

Dimensions in inches
Capacity A B C D E F G H
5kN-20kN 1.38 3.15 0.98 6.10 1.42 1.18 0.51 0.71
50kN 1.57 4.13 0.94 7.48 1.93 1.69 0.83 0.98
100kN 1.97 5.31 1.18 9.65 2.87 2.36 1.06 1.18

SB4-C - Flintec
Hermetically sealed stainless steel beam load cell w/counterbore for Paramount® HS.
Load hole has a blind counterbore.
Interchangeable with Fairbanks SB4 load cell.
NTEP 90-086, III, 5,000 div.
2 mv/v, 0.03% combined error, 1,106/1,000 ohm, 4 cond cable length below, stainless
steel, IP68.
Part Number Capacity Nominal Weight
3m cable
SB4-5kN-C 500 kg 1,125 lb 4 lb
SB4-10kN-C 1,000 kg 2,250 lb 4 lb
SB4-20kN-C 2,000 kg 4,500 lb 4 lb
4.5m cable
SB4-23kN-C 2,300 kg 5,200 lb 6 lb
SB4-50kN-C 5,000 kg 11,250 lb 9 lb
SB4-100kN-C 10,000 kg 22,500 lb 9 lb

Dimensions in inches
Capacity A B C D E F G H
5kN-20kN 1.38 3.15 0.98 6.10 1.42 1.18 0.51 0.71
50kN 1.57 4.13 0.94 7.48 1.93 1.69 0.83 0.98
100kN 1.97 5.31 1.18 9.65 2.87 2.36 1.06 1.18

Beam
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5102 - Revere Transducers Inc
2 mv/v, 0.03% nonlinearity, 350/350 ohm, 10 ft 4 cond cable, nickel plated steel.
Part Number Capacity Weight
5102-D3-50-10P1 50 lb 2 lb
5102-D3-100-10P1 100 lb 2 lb
5102-D3-200-10P1 200 lb 2 lb

5102-D3-500-10P1 500 lb 2 lb
5102-D3-1K-10P1 1,000 lb 2 lb
5102-D3-2.5K-10P1 2,500 lb 3 lb

5102-D3-5K-10P1 5,000 lb 5 lb
5102-D3-10K-10P1 10,000 lb 5 lb

Dimensions in inches
Capacity A B C D E F G H
50-200 0.62 3.50 0.38 5.00 1.23 1.25 0.27 0.39
500-1000 1.00 3.25 0.62 5.38 1.23 1.25 0.41 0.41
2500 1.00 3.25 0.62 5.38 1.23 1.25 0.41 0.53
5000-1000 1.75 4.03 0.75 7.28 1.70 1.75 0.66 0.78

5102

Beam
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Beam

TBM4
New style shown with step
(pistol grip)

TB743

TB743 - Totalcomp
Interchangeable with Toledo® beam load cells for 743 Flexmount.
2 mv/v, 0.02% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP68.
Part Number Toledo Masstron Capacity Weight
TB743-1K 13136900C ML4311 1,000 lb 6 lb
TB743-3K 13079300C ML4331 3,000 lb 6 lb
TB743-5K 13078900C ML4350 5,000 lb 6 lb

TB743-10K 13078400C ML4410 10,000 lb 9 lb
TB743-20K 13077500C ML4420 20,000 lb 18 lb

Dimensions in inches
Capacity A B C D E F G H
1K-5K 2.500 3.880 0.620 7.993 1.450 1.463 0.500 1.200
10K 2.625 4.860 0.754 9.250 2.059 1.702 0.767 1.480
20K 3.250 5.419 1.035 11.000 2.375 2.335 1.036 1.835

TBM4 - Totalcomp
Interchangeable with Toledo®/Masstron ML4000 Series with blind load hole.
12.5” long, 2.75”W, 2.75”H, 3.5” mounting hole spacing, 6.25” load hole spacing.
2 mv/v, 0.03% nonlinearity, 350/350 ohm, 30 ft 4 cond cable, nickel plated steel, IP67.
Part Number Toledo Capacity Weight
TBM4-35K ML4437 35,000 lb 26 lb
TBM4-45K ML4447/49 45,000 lb 28 lb
TBM42-45K * 13329000B 45,000 lb 28 lb
* 2,000 ohm bridge

Old style w/o step (w/o pistol grip)
TBM4-45K-OS ML4447/49 45,000 lb 28 lb
TBM42-45K-OS * 13329000B 45,000 lb 28 lb
* 2,000 ohm bridge

Dimensions in inches
Capacity A B C D E F G H
35K,45K 3.50 6.25 1.25 12.50 2.75 2.75 1.31 1.50
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TB2

TB3

Beam

TB2/TB3
Bearing cup

and 7/8” dia ball
500-2K SS

Conical
Load button
100-300 lb

TB2 & TB3 - Totalcomp
Interchangeable with Toledo® beam load cells for 1985/2095/2155/2885 platforms.
2 mv/v, 0.02% nonlinearity, 440/450 ohm, 15 ft 4 cond cable, stainless steel, IP67.
Part Number Toledo® Capacity Weight
Replacement for Toledo® 2095 platform.
TB2-100-SS 11102200A 100 lb 4 lb
TB2-200-SS 11103500A 200 lb 4 lb
TB2-250-SS 250 lb 4 lb
TB2-300-SS 300 lb 4 lb

Replacement for Toledo® 2155 & 2885 low profile platforms.
TB2-500-SS 11785600A (2155) 500 lb 4 lb

12744300B (2885) .
TB2-1K-SS 11786900A 1,000 lb 4 lb
TB2-2K-SS 11788500A 2,000 lb 4 lb

Improved version without rubber boot.
TB3-1K-SS 11786900A 1,000 lb 5 lb

11744500A
TB3-2K-SS 11788500A 2,000 lb 5 lb

Mounting hardware
Bearing cup and ball for TB2/TB3 beam 1 lb
Conical load button for TB2/TB3 beam 1 lb

Dimensions in inches
Capacity A B C D E F G H
100, 300 2.00 2.45 0.50 5.37 1.00 1.00 0.53 0.19
500-2K 1.00 4.00 0.50 6.13 1.75 1.75 0.53 1/2-20

May

May
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NWB - Nikkei
Interchangeable with Weigh-Tronix Weigh Bar®
2 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
Part Number Weigh-Tronix Capacity Weight
----- 14700 250 lb -----
----- 14701 500 lb -----
NWB-1.25K 14702 1,250 lb 5 lb
NWB-2.5K 14703 * 2,500 lb 7 lb
* Not interchangeable with 13495-0054-2.5K

NWB-5K 13498 5,000 lb 10 lb
NWB-10K 13851 10,000 lb 17 lb
NWB-25K 18824/17604 25,000 lb 38 lb
NWB-37.5K (3mv/v) 37,500 lb 38 lb
Weigh Bar® is a registered trademark of Weigh-Tronix Inc

Dimensions in inches
Capacity A B C D E
1.25K 0.312 1.25 0.63 11.50 8-32
2.5K 0.375 1.25 0.70 11.50 6-32
5K 0.375 1.62 0.88 10.88 8-32

10K 0.50 2.50 0.88 12.63 8-32
25K 0.50 3.50 1.75 15.00 5/16-18
37.5K 0.50 3.50 1.75 15.00 5/16-18

NWB

CG-WB

Beam

CG-WB - Coti Global
Interchangeable with Weigh-Tronix Weigh Bar®. Stainless steel single ended beam
environmentally protected IP67.
NTEP 05-043 IIIL M 10,000 div
2 mv/v, 0.03% nonlinearity. 350/350 ohms, 20’ 4 cond cable, stainless steel, IP67
Part Number Capacity Weigh-Tronix Weight
CG-WB-1.25K* 1,250 lb 14702 5 lb
CG-WB-2.5K 2,500 lb 14703 7 lb
CG-WB-5K 5,000 lb 13798 10 lb

CG-WB-10K 10,000 lb 13851 17 lb
CG-WB-25K 25,000 lb 18824/17604 38 lb
CG-WB-37.5K 37,500 lb 18824 38 lb

CG-WB-50K(3.50” dia) 50,000 lb 27173 38 lb
CG-WB-50K(3.75” dia) 50,000 lb 50104 42 lb
CG-WB-60K 60,000 lb 50935 45 lb
CG-WB-75K* 75,000 lb -------- 100 lb
* Not NTEP

Dimensions in inches
Capacity Style A B C
1.25k X 11.50 1.25 0.31
2.5K X 11.50 1.62 0.38
5K Y 10.88 2.00 0.38

10K X 12.62 2.50 0.38
25K-50K-27173 X 14.88 3.50 0.50
50K-50104 Z 14.88 3.75 0.50

60K W 15.39 3.75 0.50
75K X 18.88 5.00 0.50
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TZ6 - Totalcomp
Hermetically sealed. Interchangeable with HBM Z6, RTI SHB, Tedea DC6, Cardinal
CB6.
2 mv/v, 0.03% total error, 380/350 ohms, 3 m 6 cond cable, stainless steel, IP68.
Part Number Toledo Capacity Nominal Weight
TZ6-5 TB600654-030 5 kg 10 lb 2 lb
TZ6-10 TB600655-030 10 kg 20 lb 2 lb
TZ6-20 TB600656-030 20 kg 40 lb 2 lb

TZ6-50 TB600657-030 50 kg 100 lb 2 lb
TZ6-100 TB600658-030 100 kg 200 lb 2 lb
TZ6-200 083298-020 200 kg 400 lb 2 lb
TZ6-250 250 kg 500 lb 2 lb

Dimensions in inches
Capacity A B C D E F G H
5-250kg 0.71 3.23 0.24 4.56 0.79 1.06 0.32 0.32

F60X - Scaime
Hermetically sealed. Interchangeable with HBM Z6 for capacities 10kg to 500kg.
2 mv/v, 0.017% total error, 385/350 ohms, 3 m 4 cond cable, stainless steel, IP68.
OIML 613 AK/PA Class III 3,000 div.
Part Number Capacity Nominal Weight
F60X-10 10 kg 20 lb 2 lb
F60X-20 20 kg 40 lb 2 lb
F60X-50 50 kg 100 lb 2 lb

F60X-100 100 kg 200 lb 2 lb
F60X-200 200 kg 400 lb 2 lb
F60X-300 300 kg 600 lb 2 lb

F60X-500 500 kg 1,000 lb 2 lb
F60X-0.5t 0.5 t 1,000 lb 4 lb
F60X-1t 1 t 2,000 lb 4 lb

F60X-2t 2 t 4,000 lb 4 lb
F60X-5t 5 t 10,000 lb 8 lb

Dimensions in inches
Capacity A B C D E F G H
10-500kg 0.71 3.23 0.39 4.72 0.79 1.06 0.32 0.32
0.5-2t 1.00 3.00 0.45 5.00 1.10 1.42 0.51 M12
5t 1.50 3.75 0.51 6.57 1.97 1.57 0.81 M20

TZ6

F60X

Z6

Beam

Z6 - HBM Inc
Hermetically sealed, low profile, stainless steel bellows and element make this cell ideal
for harsh or caustic environments as well as washdown applications.
2 mv/v, 0.05/0.1% combined error, 350/350 ohms & 380/350 ohms, 10 ft 4 cond cable,
stainless steel.
OIML Class C3 3,000 div.
Part Number Capacity Nominal Weight
Z6FC3-5-SZ 5 kg 10 lb 2 lb
Z6FC3-10-SZ 10 kg 20 lb 2 lb
Z6FC3-20-SZ 20 kg 40 lb 2 lb

Z6FC3-50-SZ 50 kg 100 lb 2 lb
Z6FC3-100-SZ 100 kg 200 lb 2 lb
Z6FC3-200-SZ 200 kg 400 lb 2 lb

Z6FC3-500-SZ 500 kg 1,000 lb 2 lb
Z6FC3-1t-SZ 1 t 2,000 lb 6 lb

Dimensions in inches
Capacity A B C D E F G H
5-200kg 0.71 3.23 0.24 4.56 0.79 1.06 0.32 0.32
500kg 0.71 3.23 0.24 4.56 0.79 1.06 0.41 0.44
1t 1.57 5.24 0.59 8.27 0.98 1.57 0.51
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Beam

60030

60040

TB41

60040 - Sensortronics
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, nickel plated steel, IP65.
Part Number Capacity Weight
60040-25 25 lb 1 lb
60040-50 50 lb 1 lb
60040-75 75 lb 1 lb

60040-100 100 lb 1 lb
60040-150 150 lb 1 lb
60040-250 250 lb 1 lb
60040-500 500 lb 1 lb

Dimensions in inches
Capacity A B C D E F G H
25-500 0.50 1.81 0.25 2.81 0.62 1.13 0.26 0.26

TB41 - Totalcomp
Interchangeable with Sensortronics Model 60040. Exclusive heavy duty construction
eliminates the rubber boot. This cell is thoroughly potted and has a protective metal shield
over the strain gage area.
3 mv/v, 0.02% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, stainless steel, IP67.
Part Number Capacity Weight
TB41-25 25 lb 1 lb
TB41-50 50 lb 1 lb
TB41-75 75 lb 1 lb

TB41-100 100 lb 1 lb
TB41-150 150 lb 1 lb
TB41-250 250 lb 1 lb
TB41-500 500 lb 1 lb

Dimensions in inches
Capacity A B C D E F G H
25-500 0.50 1.81 0.25 2.81 0.62 1.30 0.26 0.26

60030 - Sensortronics
Used in Electroscale High Impact LC Scale.
3 mv/v, 0.05% nonlinearity, 350/350 ohm, 20 ft 4 cond cable, nickel plated steel, IP67.
Part Number Capacity Weight
60030-50 50 lb 1 lb
60030-75 75 lb 1 lb
60030-150 150 lb 1 lb
60030-300 300 lb 1 lb

Dimensions in inches
Capacity A B C D E F G H
25-300 0.50 2.75 0.25 3.75 0.63 1.12 0.265 0.172
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355 - Tedea
Hermetically sealed. Interchangeable with HBM Z6, RTI SHB, Tedea DC6, Cardinal
CB6.
2 mv/v, 0.03% total error, 380/350 ohms, 3 m 6 cond cable, stainless steel, IP68.
Part Number Toledo Capacity Nominal Weight
355-C3-5kg TB600654-030 5 kg 10 lb 2 lb

Dimensions in inches
Capacity A B C D E F G H
5kg 0.71 3.23 0.39 4.72 0.79 0.91 0.32 0.32

355

CB6-50kg
Stainless steel

CB6 - Cardinal
2 mv/v, 0.03% nonlinearity, 380/350 ohm, 10 ft 4 cond cable, stainless steel
NTEP 96-091 III, S, 3,000 div
Part Number Capacity Weight
CB6-10kg 10 kg 2 lb
CB6-20kg 20 kg 2 lb
CB6-50kg 50 kg 2 lb

CB6-100kg 100 kg 2 lb
CB6-200kg 200 kg 2 lb

Dimensions in inches
Capacity A B C D E F G H
10-200kg 0.71 3.30 0.39 4.72 0.79 0.96 0.32 0.32

Beam
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TFB-50 kg

TFB - Totalcomp
Replacement for Fairbanks Series 7 base model 70-4050-2.
2 mv/v, 0.05% nonlinearity, 350/350 ohm, 18” 4 cond cable, beryllium copper, IP67.
Part Number Fairbanks Capacity Weight
TFB-50 kg 13080 50 kg 1 lb

Dimensions in inches
Capacity A B C D E F G H
50 kg 0.50 1-5/16 3/16 3.00 5/8 0.75 1/8 8-32

PB - Flintec
Planar beam used in Cambridge base.
1mv/v, 0.04% combined error, 1100/1000 ohm, 1m 4 cond ribbon cable, aluminum, IP65
Part Number Capacity Nominal Weight
PB-3.75 kg 3.75 kg 8 lb 1 lb
PB-7.5 kg 7.5 kg 16 lb 1 lb
PB-15 kg 15 kg 33 lb 1 lb

PB-37.5 kg 37.5 kg 82 lb 1 lb
PB-75 kg 75 kg 165 lb 1 lb
PB-150 kg 150 kg 330 lb 1 lb
PB-375 kg 375 kg 825 lb 1 lb

Dimensions in inches
Capacity A B C D E F G H
3.75kg 0.55 1.102 0.193 2.76 0.079 1.54 0.201 0.165
7.5kg 0.55 1.102 0.193 2.76 0.098 1.54 0.201 0.165
15kg 0.55 1.102 0.193 2.76 0.161 1.54 0.201 0.244

37.5kg 0.59 1.153 0.237 3.00 0.189 1.75 0.260 0.244
75kg 0.59 1.339 0.252 3.32 0.252 2.16 0.260 0.323
150kg 0.90 1.82 0.307 4.22 0.311 2.75 0.32 0.323
375kg 1.00 2.07 0.359 4.70 0.500 3.00 0.39 0.323

PB

Beam
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Beam

TMB

Alpha

Alpha - BLH Electronics
OIML Certified Class C 5,000 div.
3 mv/v, 0.02% nonlinearity, 350/350 ohms, 5 ft 4 cond cable, beryllium copper, waterproof. 
Part Number Mfg. Capacity Nominal Weight 
Alpha-25 446972 2.5 kg 5 lb 1 lb
Alpha-50 434376 5 kg 10 lb 1 lb
Alpha-100 434377 10 kg 20 lb 1 lb

Alpha-150 446970 15 kg 30 lb 1 lb
Alpha-250 434378 25 kg 50 lb 1 lb
Alpha-500 434379 50 kg 100 lb 1 lb

Dimensions in inches
Capacity A B C D E F G H
25-500 0.256 1.752 0.216 2.362 0.98 0.50 0.201 0.130

TMB - Totalcomp
Interchangeable with Revere CBU, Genisco AWB and Interface MB and SSB.
3 mv/v, 0.03% nonlinearity, 350/350 ohm, 10 ft 4 cond cable,
2 lb thru 10 lb: Anodized aluminum, IP67.
25 lb thru 150 lb: Stainless steel, IP67.
Part Number Capacity Weight
2 mv/v
TMB-5 5 lb 1 lb
TMB-10 10 lb 1 lb

3 mv/v
TMB-75-SS 75 lb 1 lb

Dimensions in inches
Capacity A B C D E F G H
2-150 0.50 1.312 0.25 2.38 0.75 0.38 0.172 10-32

TAB

TAB - Totalcomp
OIML Certified Class C 5,000 div.
3 mv/v, 0.02% nonlinearity, 350/350 ohms, 5 ft 4 cond cable, beryllium copper, waterproof. 
Part Number Capacity Nominal Weight 
TAB-250 25 kg 50 lb 1 lb

Dimensions in inches
Capacity A B C D E F G H
250 0.256 1.752 0.216 2.362 0.98 0.50 0.201 0.130
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Beam

KIS-1 - BLH Electronics
2mv/v, 0.03% combined error, 350/350 ohm, 10m 4cond cable, stainless steel, IP67.
Part Number Capacity Nominal Weight
KIS-1-50 50kN 50 lb 25 lb
KIS-1-100 100kN 100 lb 40 lb
KIS-1-200 200kN 200 lb 50 lb

Dimensions in inches
Capacity A B C D E F G H
50 kN 11.46 3.03 2.95 2.76 0.10 0.20 0.47 5.56
100 kN 12.40 3.62 3.54 3.23 0.10 0.24 0.59 6.12
200kN 13.62 3.98 3.94 3.54 0.12 0.24 0.59 6.92

Dimensions in inches
Capacity I J K L M N O P Q
50 kN 3.66 2.56 0.10 4.33 0.12 1.97 0.55 0.36 0.28
100 kN 4.21 2.56 0.12 4.72 0.12 1.97 0.67 0.50 0.31
200 kN 5.04 2.56 0.12 5.12 0.12 1.97 0.75 0.62 0.33

KIS-2 - BLH Electronics
2mv/v, 0.05% combined error, 350/350 ohm, 10m, 4 cond cable, stainless steel, IP67.
Part Number Capacity Nominal Weight
KIS-2-5 0.5 kN 5 lb 8 lb
KIS-2-1 1 kN 1 lb 8 lb
KIS-2-2 2 kN 2 lb 8 lb

KIS-2-5 5 kN 5 lb 8 lb
KIS-2-10 10 kN 10 lb 12 lb
KIS-2-20 20 kN 20 lb 12 lb

KIS-2-30 20 kN 30 lb 12 lb
KIS-2-50 50 kN 50 lb 12 lb

Dimensions in inches
Capacity A B C D E F G H
0.5-5 kN 6.65 1.34 1.30 1.14 0.06 0.10 0.39 -----
10-30 kN 8.38 2.00 1.97 1.77 0.07 0.16 0.51 3.85
50 kN 11.34 3.03 2.95 2.76 0.10 0.20 0.47 5.56

Dimensions in inches
Capacity I J K L M N O P Q
0.5-5 kN 1.81 1.38 ----- 2.75 0.12 1.97 0.17 0.39 0.9
10-30 kN 2.36 2.16 0.08 2.95 0.12 1.97 0.29 0.47 0.20
50 kN 3.66 2.56 0.10 4.33 0.12 1.97 0.36 0.55 0.28

KIS-1
Shown w/ optional
mounting assembly

KIS-2
Shown w/ optional
mounting assembly

NEWNEW
May

NEWNEW
May
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Beam

KIS-3 - BLH Electronics
2mv/v, 0.02% combined error, 350/350 ohm, 10m 4 cond cable, stainless steel, IP67.
Part Number Capacity Nominal Weight
KIS-3-1 1 kN 1 lb 8 lb
KIS-3-2 2 kN 2 lb 8 lb

KIS-3-5 5 kN 5 lb 8 lb
KIS-3-10 10 kN 5 lb 12 lb
KIS-3-20 20 kN 20 lb 12 lb

Dimensions in inches
Capacity A B C D E F G H
1-5 kN 6.65 1.34 1.30 1.14 0.06 0.10 0.39 -----
10-20 kN 8.39 2.01 1.97 1.77 0.07 0.16 0.51 3.85

Dimensions in inches
Capacity I J K L M N O P Q
1-5 kN 1.81 1.38 ----- 2.76 0.12 1.97 0.17 0.39 0.09
10-20 kN 2.36 2.17 0.08 2.95 0.12 1.97 0.30 0.47 0.20

KIS-3
Mount not included

NEWNEW
May
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